
Technical Data Sheet
Power Steering Fluid
Part Number 2812
Unit UPC  039101028125
Case UPC 039101128122
Johnsen’s Power Steering Fluid is a high quality power steering fluid and conditioner 
suitable for use in most automobiles. Our Formula is made with high quality oil and 
plasticizers that prevent hardening of seals. Johnsen’s Power Steering Fluid is formu-
lated to be non-foaming and non-corrosive and will mix with most factory fluids. Our 
power steering fluid helps stop pump squealing, protects seals and helps prevent unusual 
wear.

Physical Information

Regulatory Information

Shipping Information

Flash Point
Boiling Point
Specific Gravity
Appearance
Odor
Flammability
Plastic SafePlastic Safe
Propellant

VOC %
VOC category
Compliant for CA

Unit Weight
Fill Size
Units per Case
Case Weight
Case Cube
Cases Per Layer
Cases Per PalletCases Per Pallet
Pallet Weight
DOT Proper Shipping

>350 °F 
>400 °F 

.9
Colorless Liquid
Mild Petroleum

Low Flammability
YesYes

Not Applicable

13.12 oz
12 fl oz

12
9.85 lbs
.41’
22
8888

907 lbs
Not Regulated

Not Applicable
Not Applicable

Yes


